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FOR ELETRIC VEHICLES BATTERY TESTING
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Equilam develops Immersion Tanks that can be filled with water or solution, in the temperature range from
5°Cto 70°C (consult us for different temperatures) to test batteries in modules and packs, according to the
EUCAR (Prepared for Innovate UK, 2019) test condition. Our tanks are able to meet any DUT dimension,
manufacturing custom sized immersion tanks.
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Immersion Tank

IT-8.5

Chamber Temperature Range

+41°F - amb. +9°F (+5°C - +30°C)

Exterior Dimensions

106.3"” x 87.63"” x 89.55"
2700mm x 2226mm x 2275mm

Interior Dimensions

101.6” x 78" x 67.9"
2580mm x 1980mm x 1725mm

Lid Open Dimensions

Shipping Dimensions

118.11" x 98.42" x 98.42"
3000mm x 2500mm x 2500mm

Move-in Dimensions

118.11"x 118.11" x 118.11"
3000mm x 3000mm x 3000mm

Net Weight (Empty)

2204 Ibs. (1000kg)

Gross Weight (w/ shipping package)

2866 |bs. (1300 kg)

Chamber Volume

2245.5 gal (8500 L)

Ambient Temperature Requirements

+75°F - +82°F (+24°C - +28°C)

Ambient Humidity Requirements

max. 85% without condensation

Power 440V - 50-60Hz - 1 phase
FLA (440V) 35A

Water Quality ASTM D 1193 Type IV
Water Supply 7 to 28 psi (0.5 to 2.0 kgf/cm?)

Water Connection

1.1/2" hose barb fitting

Gravity Drains

3" hose barb fitting
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